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Remote POWe" Control

ioPower.net

Remote Power Management over IP

ioPower.net is a secure remote power management device
that can be managed over an IP SSL connection. It provides
eight outlets for any AC-powered device or computer, and
can be master of a daisy chain of several simple ioPower
units. When chained with several ioPower companions, its
management capacity can be increased up to 64 outlets
across a single IP SSL connection.

ioPOWER. net

ioPower.net can be accessed across the LAN or the Inter-
net by using any popular browser such as Internet Explorer
or Firefox. Its HTTPS web server provides multilevel menus
for all management, monitoring, and control operations. You
can set up sophisticated timers or just toggle outlets with
simple mouse clicks. A Java® applet displays the state of all
outlets under control in real time.

A Full control from eight to 64 power outlets (when chained
with seven ioPower units)

A Web-based management using any standard browser on
a remote computer

A 256-bit SSL encryption

A 1024-bit RSA authentication using certificates ioPower.net Connections
A Password and LDAP user authentication
A Can monitor sensitive computers by ping Rl senine st conetwork)

A SNMP and email alarms |
A Individual naming of power outlets for easy management g - W . . . . . . . .

A User profling L= e
A Outlet group configuration for group-wise power activa- I io_m!m “ ‘ ‘ I | ﬁ“:
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A Power on/off by clicking on virtual buttons iy I | | [ [ Sl e |=e | W :

PC8 PC7 PC6 PC5 PC4 PC3 PC2 PC1 (optional)

A One-time, daily of weekly timers for automatic actions Rear panel i for the US Region

A Precise system time using an internal RTC or synchro-
: nized by NTP servers

A Remote Flash upgrades via the web interface

A Numerical display to monitor the total current load
(showing 0.0 ~ 15A)

A LED indicators showing the state of outlets

A Buttons for on/off control by front-panel

A Circuit-breaker for over-current protection

A 19" rack-mountable design with metal case
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