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K5EXT300 is a KVM extender consisting of a transmitter -K5CMLC- and 
a remote receiver -K5LC. When interconnected with a single cat5 UTP 
cable these two devices allow controlling a computer from up to 
300m/1000ft away by extending the KVM console. You can use your 
computer remotely the same way you do it locally. Applicable for exhibi-
tion rooms, working floors, security rooms, locked server rooms, or any 
other mission-critical scenarios, this extender allows you to locate your 
computers physically far back from the user due to security, harsh envi-
ronments, or spatial concerns. K5EXT300 is also a good solution to ex-
tend the console port of a conventional KVM switch over cat5 cable. 

K5LC is the video receiver equipment that acts as a console for the re-
mote user. It reproduces the computer connectors and data. 

K5CMLC is the video transmitter attached directly to the computer. It also 
provides an extra local console enabling a local user to share the com-
puter access with the remote user. The local user can decide to disable 
the remote console or to share the computer access with it. 

Keyboards and mice can be connected indifferently to USB or PS/2 
ports. You can for example connect a USB mouse to K5LC and connect 
K5CMLC to a PS/2 port. 

In addition to keyboard, video, and mouse, K5EXT300 also extends the 

serial RS232 port with modem controls, and the audio speaker and mi-

crophone. The RS232 extension is a convenient way for those who re-

quire a reliable serial extension over cat5 cable. It can support a bidirec-

tional flow of 57600 bits/s. 

All adjustments and settings are done in an easy to use interface based on OSD menus. You can configure the RS232, 

tune the audio volume, the VGA contrast, the light and RGB transmission delays (deskewing) to get a clear and crisp image 

at long distances and high resolutions. All settings are kept into an EEPROM memory so that you need do them only once 

for a given installation. There is no archaic mechanical knob or dial. No VGA settings are required for short connections 

below 50m. 

The firmware is stored in Flash memory. It can be upgraded via the USB technical port of K5LC by using a small software 

utility running on Windows. K5LC and K5CMLC are upgraded simultaneously. 

K5LC and K5CMLC are manufactured with sturdy metal cases for robust and reliable usage. They can support harsh in-

dustrial and laboratory environments. 

Delivery: K5EXT300 includes K5CMLC, K5LC and all their cables and power adapters. 

Warranty and Technical Support: These equipments come with one year warranty and free technical support.  
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Keyboard and Mouse USB and PS/2 on both sides; Support of 5-button and wheel mice 

Audio output Analog stereo on local side; Digital mono on remote side 
Bandwidth: 3.5 kHz;  Amplification: Can be set up by OSD menu 

Microphone input Analog on local side; Digital on remote side 
Adapted to electret microphones; Dynamic microphones need an external preamplifier. 
Bandwidth: 3.5 kHz; Sensitivity: 10mV to 200mV; Global Gain: 5 (fixed) 

Cable for Best Results Cat5 UTP.  

Video Settings Contrast, Cat5 equalization and cable deskewing: By OSD menus on remote side (K5LC). Settings are 
kept in EEPROM 

RS232 Max 57600 bps; Manages RXD and TXD; DTR and DSR; RTS and CTS 
Settings by OSD menus 

Transmitter K5CMLC  
(Computer Side) 

  
PC connectors: VGA + PS/2 keyboard and mouse: HDB15 male; USB Type B; RS232: DSUB 9 fem; 
Audio and Microphone: 2 x 3.5mm 
 
Console connectors: Monitor: VGA DSUB15 fem; USB keyboard and mouse: 2 x USB type A; PS2 
keyboard and mouse: 2 x minidin6; Audio and Microphone: 2 x 3.5mm 
 
Connection to K5LC: RJ45 

Receiver K5LC 
(Remote Side) 

 
  
Console Connectors: Monitor: VGA DSUB fem; RS232: DSUB 9 male; USB keyboard and mouse: 2 x 
USB type A; PS2 Keyboard and mouse: 2 x minidin6; Audio and Microphone: 2 x 3.5mm sockets 
Connection to K5CMLC: RJ45  

VGA Resolution 2048 x 1152 up to 100m, 1280 x 1024 up to 300m 

Power Supply External DC 9V 1A 

Operation Temperature 0 to 50°C 

Storage Temperature -20 to 60°C 

Humidity 0 to 90%, non-condensing 

Housing Metal 

Dimension (L x W x H) 200 x 100 x 44.5 mm (half 1U) 

Weight 1000g 

Safety / EMI Certification FCC, CE 

K5EXT300: KVM, audio, and RS232 Extender K5LC + K5CMLC + 2 x power adapters + cables 

K5LC : Remote Console (video receiver) K5LC + power adapter 

K5CMLC : Computer Module with Local Console (video transmitter) K5CMLC + power adapter + VGA/PS2 cable assembly + 
audio cable 

Ordering Information 

http://www.prosum.net/
mailto:contact@prosum.fr

